TERMINAL INFORMATION BOOK

Port of Varna West

1. Prior to berthing or at any time, the foreman can be contacted on tel. No. +359.52.693300. Following berthing, the stevedore on duty will call on the vessel and he will provide his telephone number.

2. Technical data of the berth to be used is shown overleaf.

3. Actual depth will be indicated by the pilot.

4. Water density is shown overleaf.

5. This port facility can accommodate all vessels which are capable to navigate in the canals.

6. Bollards’ strain force is shown overleaf.  Attendance of mooring lines shall be ensured by the ship’s crew.

7. Loading/unloading rates are fixed in the charter party.  Max height of quayside equipment above ship’s coamings is indicated overleaf.

8. Information on loading/unloading procedures and communications can be obtained from the stevedore on duty.

9. Cargo weight for the vessel shall be determined in accordance with the charter party.

10. There are conditions for acceptance of combination carriers.

11. Access to and from the vessel is possible.  Access within the operational range of port equipment is not recommended.

12. Any damage caused by the port equipment shall be reported immediately via the ship agent. Claims for damages which have been made after ship’s departure shall not be regarded.

13. Damages caused by the port equipment shall be arranged by the insurance companies.

14. Position of accommodation ladder is indicated overleaf.

15. Reception of garbage from ships shall be arranged by the ship agent. Cargo residues from previous voyages shall not be accepted.

